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l. IMAGE QUALITY: IMAGERY FROM THIS MISSION IS GOOD AN |

COMPARABLE TO THAT OBTAINED ON RECENT MISSIONS FLOWN WITH|IHIS =0
CAMERA SYSTEM. THE QUALITY VARIES ACROSS THE FORMAT WITH ]
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IMAGE QUALITY OCCURRING ALONG THE NON-TITLED EDGE AND NEAR T
NON-DATA BLOCK CORNER. THE GROUND RESOLUTION AND INTERPRETABI
ARE GOOD WHERE NOT DEGRADED BY ATMOSPHERICS. CLOUD COVER AND HAEZE::
OBSCURE APPROXIMATELY 2@ PERCENT OF THE ENTIRE MISSION. i DiAeAar
2, MISSION DaTA: : ‘““TL““‘T—*-Q5X1
A. THE STANDARD "B" CONFIGURATION CAMERA, UNIT NUMBER TU,ii:
WAS USED FOR MISSION G-847 FLOWN ON 23 OCTOBER 1968, MODH ék
USED THROUGHOUT THE MISSION.
B. FILM TYPE 3401 WAS USED WITH AN EXPOSURE SETTING So—
SECOND AT F/1@. PROCESSING WAS ACCOMPLISHED BY NAV RECON TECHaDvANCE ¢y
SUPPCEN, ' SANITIZED
3. ORIGINAL NEGATIVE: ‘ WITH TEXT <
A. EXPOSUREs THE EXPOSURE WAS ADEQUATE THROUGHOUT THE MISSION. el
B. DENSITY AND CONTRAST: GENERALLY MEDIUM, EXCEPT WHERE o
AFFECTED BY ATMOSPHERICS.
C. IMAGED DEGRADATIONS: -
(1) SR SIDE: LIGHT LEAK INDUCED FOG PATTERNS ARE PRESENT
IN TITLED FRAMES 1, 2, 6 AND 9. IN EACH CASE THE PATTERNS ARE
NEEDLE SHAPED. THE DENSITY OF THE PATTERNS VARIES, WITH THE
- MOST SEVERE APPEARING IN FRAME @806, VERY MINOR EDGE FOG IS
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PRESENT ON THE TITLED EDGE OF THE FILM THROUGHOUT THE MISSION.
ROLLER CHATTER FOG PATTERNS ARE PRESENT ALONG THE
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NON-TITLED EDGE OF THE FILM THROUGHOUT THE MISSION, THESE
ROLLER CHATTER FOG PATTERNS ARE AS SEVERE AS MISSION G~-246
AND .AT TIMES DEGRADE THE IMAGERY.

(2) SL SIDE: FRAME 5 CGNTAINS A 0.2 INCH WIDE FOG
PATTERN EXTENDING 7.5 INCHES FROM THE TITLED EDGE INTO THE
FORMAT AREA. THIS FOG PATTERN IS PARALLEL TO THE FILM'S
MINOR AXIS AND IS 5.7 INCHES FROM THE N@N-DATA BLOCK EDGE OF
THE FORMAT. TWO MINOR PLUS DENSITY LINt? PARALLEL TO THE
MAJOR AXIS, 5.15 AND 5,75 INCHES FROM THE TITLED EDGE OF THE
FILM, OCCUR INTERMITTENTLY ON FRAMES 875 THRU 1275. FRAMES 1651
THRU 1656 CONTAIN A SERIES OF THREE PLUS DENSITY MARKS PARALLEL
TO THE MAJOR AXIS: OF THE FILM. ! I MARK HAS ASSOCIATED WITH
IT, A PAIR OF MINUS DENSITY MARKS; @NE ON EACH SIDE OF THE PLUS
DENSITY LINE. THE MARK LENGTHS VARY FROM 49 TO 17 INCHES AND
OCCUR 4.8 TO 5.5 INCHES FROM THE NON-TITLE EDGE OF THE FILM.

(3) BOTH: THE FORMATS OF BOTH SL AND SR SIDES, FRAME
@001, CONTAIN A WEAK, SECEND FORMAT GHOST TYPE IMAGE.

De PHYSICAL DEGRADATI@NS:
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(1) SR SIDE: A HEAT SPLICE IS PRESENT ON FRAME 1232.
A MANUFACTURER'S SPLICE IS PRESENT ON FRAME 1658.

: (2) SL SIDE: A MANBFACTURER'S SPLICE IS PRESENT BETWEEN
FRAMES 2234 AND 2235. THERE ARE HEAT SPLICES BETWEEN FRAMES
2113 AND 2114 AND THROUGH FRAME 1276.

E. AUXILIARY DATA: THE EVENTS COUNTER STARTED AT 00090
AND THE FIRST FRAME IS TITLED FRAME ©0@1. THE EVENTS COUNTER
HELD A MINUS ONE BIAS THROUGHOUT THE MISSION. THE EVENTS
PORTION OF THE DATA CHAMBER APPEARS SHARPER THAN THE CLOCK
PORTION.

F. THE LAST TITLED FRAME ON BOTH SIDES IS 2493, EVENTS
NUMBER 2492. THE LAST FRAME CONTAINING IMAGERY IS TITLED
FRAME 2492,

4. POSITIVES: THE PRINTING AND PROCESSING WERE GOOD.
GP=-1
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END OF MESSAGE
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